Bearing frame
Bearing cover
Bearing cover
Deflector disc
Pump casing
Impeller

Impeller hub cap
Shaft

Shaft sleeve
Casing wear ring
Stuffing box
Bearing lock nut
Frame foot
Adapter frame

Exécution
Corps de pompe
Roue

Cercle d'usure
Boite a garniture
Arbre

Chemise d'arbre
Lanterne-palier
Palier
Construction
Pump casing
Impeller

Wear ring
Stuffing box
Shaft

Shaft sleeve
Adapter frame
Bearing frame

Inox 18/10/2.5

18/10/2.5 SS
A351 - CF3M
A351 - CD4MCu
UNS S31803
A351 - CF3M
A576 - 1035
UNS S31803
A48 - 35
A48 - 35

Inox 26/5/2 + Cu Inox 20/25/4 + Cu

26/5/2 + Cu SS
A351 - CD4MCu
A351 - CD4MCu

UNS S31803
A351 - CD4MCu
A576 - 1035
UNS S31803
A48 - 35
A48 - 35

Palier lubrifié a la graisse
Grease-lubricated bearing

Bearing
Bearing
Bearing

Safety washer

O-ring
O-ring
O-ring
O-ring
Gasket
Gasket
V-ring
V-ring

Grease-nipple

1.4539
1.4539
1.4539
1.4539
1.4462
1.4539
GG 25 + PVDF
GG 25

20/25/4 + Cu SS
A743 - CN7M
A743 - CN7M
A743 - CN7M
A743 - CN7M
UNS S31803
A743 - CN7TM

A48 - 35 + PVDF
A48 - 35

Other materials available upon request : titanium, nickel, Hastelloy ...

Inox 20/18/6
SS 2378
SS 2378
SS 2378
SS 2378

1.4462
SS 2378
GG 25 + PVDF
GG 25

20/18/6 SS
A351 - CK - 3NCuN
A351 - CK - 3NCuN
A351 - CK - 3NCuN
A351 - CK - 3NCuN

UNS S31803
A351 - CK - 3NCuN
A48 - 35 + PVDF
A48 - 35
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Palier lubrifié a I'huile
Oil-lubricated bearing

ROUE OUVERTE

Exécution
Corps de pompe
Roue

Cercle d'usure
Boite a garniture
Arbre

Chemise d'arbre
Lanterne-palier
Palier
Construction
Pump casing
Impeller

Wear ring
Stuffing box
Shaft

Shaft sleeve
Adapter frame
Bearing frame

Inox 18/10/2.5

1.4517

1.4404
1.1181
1.4462
GG 25

18/10/2.5 SS

A351 - CF3M
A351 - CD4MCu
A351 - CF3M
A576 - 1035
UNS S31803

A48 - 35
A48 - 35

Oil level sight glass
Bearing
Bearing
Bearing

Safety washer
O-ring

O-ring

O-ring
Gasket
Gasket
Gasket

V-ring

V-ring

Inox 26/5/2 + Cu Inox 20/25/4 + Cu

1.4539
1.4517 1.4539
1.4517 1.4539
1.1181 1.4462
1.4462 1.4539
GG 25 GG 25 + PVDF

26/5/2 + Cu SS

GG 25
20/25/4 + Cu SS

A351 - CD4AMCu| A743 - CN7M
A351 - CDAMCu| A743 - CN7M
A351 - CDAMCu| A743 - CN7M
A576 - 1035 UNS S31803
UNS S31803 A743 - CN7M
A48 - 35 A48 - 35 + PVDF
A48 - 35 A48 - 35

Inox 20/18/6

SS 2378
SS 2378

SS 2378

1.4462

SS 2378
GG 25 + PVDF
GG 25

20/18/6 SS

A351 - CK - 3NCuN
A351 - CK - 3NCuN
A351 - CK - 3NCuN
UNS S31803
A351 - CK - 3NCuN
A48 - 35 + PVDF
A48 - 35

Other materials available upon request : titanium, nickel, Hastelloy ...




Paired bearings Bearing fre rame
secured by a lock nut, ensuring b al

with controlled axial clearance in all opere Lanterne-palier rigide assurant une parfaite liaison entre palie
oulements largement dimensionnés et permettant une grande accessibilité a I'étanchéité.
er une durée de vie supérieure

aures dans toutes - = il g . . .
. ¢ Casing seal achieved by O-ring
ons de fonctionnement.

with metal-to-metal contact
yerfect alignment between rotor and stator

Arbre entierement protégé

Choice of ) i .
par chemise et joint torique.

on a I’huile ou a la graisse
e |'utilisateur.

A\

Bearing frame sealing '.{
by labyrinth deflector disc and lip-ring

——

Substantially dimensioned shaft
minimizing deflection at shaft seal
‘ . Open impeller of Duplex stainless
— : ' . steel allowing the handling
: of «difficult» media:
gaseous or viscous liquids, slurries...

Ribbed bearing frame
allowing efficient
cooling of the bearings

|
Generously dimensioned conical stuffing box =

. : . . . Mating face protected by
with anti-vortex walls insuring a long seal life

O-ring to preventing corrosion

Impeller directly screwed on to the shaft,

eliminating free play and L 1 1% ¢
the wear problems associated “ ' Bague tournante
with keys and keyways — de garniture

mécanique standard
butée axialement
sur épaulement de chemise.
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La pompe :
Construction suivant ISO 5199 et dimensions suivant ISO 2858
Conception PROCESS: démontage sans désaccouplement
des tuyauteries ou du moteur
Prévue pour des services séveéres et continus
PN 16 ou PN20
Palier a 3 roulements lubrifiés a I'huile ou a la graisse au
choix de l'utilisateur
Roue complétement ouverte, vissée directement sur I'arbre
Jeu important entre roue et corps de pompe réduisant I'effet
d'usure, sans perte de caractéristiques.
Arbre entierement protégé du liquide pompé par chemise
et joint torique
Etanchéité par garniture mécanique normalisée, simple,
double ou tandem
Installation de la garniture mécanique en boite ouverte
NPSH requis le plus bas
Interchangeabilité maximale des piéces constitutives de
la série
Modeles courants en stock
Lanterne-palier recouverte de PVDF résistant a la corrosion
en option
Chambre de refroidissement ou de réchauffage en option

Performances :

Débit : de 2 & 200 m3/h ou de 10 & 880 gpm

Hauteur manomeétrique totale : jusqu’a 105 m ou 350 ft
Pression maximale de service : jusqu’'a 20 bars
Température de service admissible : de -40 a 180°C
Vitesse maximale : 3 000 t/m & 50 Hz, 3 600 a 60 Hz

Les dérivées :

NCDK : avec roue de décharge (étanchéité hydrodynamique)
NCK R : réchauffage de la volute et/ou de la boite a garniture

NCK 1470 tr/min
n o o (=] s o (=] (=] © 00 (=] (=]
| T b T T e S 888 ‘8_ § US. gpm
120—L = . | , | T
100 I-350
- 300
I-200
50 i
100
feet

50

40

30

20

< 0 =] e o C
- <

00
00
200
200
0
300
400

e

T

A\

YyVYyVYVYY

>

>

NCK

Design :

Construction in accordance with ISO 5199 and dimensions in
accordance with 1ISO 2858

PROCESS design: dismantling without disturbing the piping or
the motor

Suitable for severe continuous duties

NP 16 or NP 20

Bearing design : three rolling contact bearings with choice
of oil or grease lubrication

Fully open impeller screwed directly on to the shaft
Large clearance between impeller and pump casing minimi-
zing wear without loss of performance

Shaft fully protected from pumped liquid by shaft sleeve
and O-ring

Shaft seal by standard, single, double or tandem-mounted
mechanical seal

Mechanical seal installation in open type stuffing box

Low NPSH characteristics

Maximum interchangeability of the various components
throughout the series

Most standard models available ex stock

Adapter frame with corrosion-resistant PVDF-lining

upon request

Heating or cooling jacket upon request

Performances :

Capacity : from 2 to 200m3/h (10 to 880 gpm)

Total head : up to 105 m or 350 ft

Maximum operating pressure : up to 20 bar

Operating temperature range : from -40 to +180 °C

Maximum rotation speed : 3000 rpm at 50 Hz, 3600 rpm at 60 Hz

Additional Models :

NCDK : with relief impeller («packing expeller») for hydrody-
namic sealing
NCK R : heating of casing and/or stuffing box

NCK 2970 tr/min
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ENSIVAL-
La pompe :
Construction suivant ISO 5199 et dimensions suivant ISO 2858
Conception PROCESS: démontage sans désaccouplement
des tuyauteries ou du moteur
Prévue pour des services sévéres et continus
PN 16 ou PN20
Palier a 3 roulements lubrifiés a I’huile ou a la graisse au
choix de l'utilisateur
Roue fermée
Arbre entierement protégé du liquide pompé par chemise
et joint torique
Etanchéité par garniture mécanique normalisée, simple,
double ou tandem
Installation de la garniture mécanique en boite ouverte
Pression contrélée dans la boite a garniture par les aubes
dorsales de la roue
Rendement excellent
NPSH requis le plus bas
Interchangeabilité maximale des piéces constitutives de la
série
Modéles courants en stock
Lanterne-palier recouverte de PVDF résistant a la corrosion
en option
Chambre de refroidissement ou de réchauffage en option

Performances :

Débit : de 2 a 400 m3/h ou de 10 a 1 750 gpm
Hauteur manométrique totale : jusqu'a 150 m ou 490 ft
Pression maximale de service : jusqu’a 20 bars
Température de service admissible : de -40 a 180°C
Vitesse maximale : 3 000 t/m & 50 Hz, 3 600 a 60 Hz

Les dérivées:;

NCDE : avec roue de décharge (étanchéité hydrodynamique)

NCCF : roue fermée avec ailettes de décharge a I'avant et a
I'arriere et flasque d’'usure a I'avant. Pour liquides
chargés et grande hauteur manométrique

NCSF : roue semi-ouverte avec flasque d'usure réglable a

I'arrét. Pour liquides chargés et grand débit
NCE R : réchauffage de la volute et/ou de la boite a garniture
NCE IN : avec inducer

NCE 1470 tr/min
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NCE

Design :

Construction in accordance with ISO 5199 and dimensions
in accordance with ISO 2858

PROCESS design: dismantling without disturbing the piping or
the motor

Suitable for severe continuous duties

NP 16 or NP 20

Bearing design : three rolling contact bearings with choice
of oil or grease lubrication

Closed type impeller

Shaft fully protected from pumped liquid by shaft sleeve
and O-ring

Shaft seal by standard, single, double or tandem-mounted
mechanical seal

Mechanical seal installation in open type stuffing box
Pressure in stuffing box controlled by impeller back vanes
Excellent efficiency

Low NPSH characteristics

Maximum interchangeability of the various components
throughout the series

Most standard models available ex stock

Adapter frame with corrosion-resistant PVDF-lining

upon request

Heating or cooling jacket upon request.

Performances :

Capacity : from 2 to 400m3/h (10 to 880 gpm)

Total head : up to 150 m or 490 ft

Maximum operating pressure : up to 20 bar

Operating temperature range : from -40 to +180 °C

Maximum rotation speed : 3000 rpm at 50 Hz, 3600 rpm at 60 Hz

Additional Models :

NCDE : with relief impeller («packing expeller»)
for hydrodynamic sealing

NCCF : closed type impeller with front and back relief vanes
and front wear plate, for slurries and large heads

NCSF : semi-open impeller with wear plate adjustable at
standstill, for slurries and high flow-rates

NCE R : heating of casing and/or stuffing box

NCE IN : with inducer

NCE 2970 tr/min
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